
CHARACTERISTICS RIFTLOC® SUPREME

CLASS OF USE 1 – 2 according to EN1995-1-1

Appearance almost knotless –finger-jointed from 30 cm

Wood types Spruce* / Fire*

Lamella Width 11.8 cm

Bonding (narrow side) Load-bearing narrow-side bonding; sporadically open joints up to 1 mm width 
permissible

Cracks and joints (at a
wood moisture of 11 %) sporadically permissible ≤ 1 mm

Wood moisture < 11%

Suface 100 % sanded*

Wane not permissible

Knots tightly intergrown almost knotless, some small knots of max. 5 mm permissible

Knots black not permissible

Knots fallen-out not permissible

Pitch pocket sporadically permissible, max. 2 x 30 mm

Bark pocket not permissible

Core - Pith - Wet core not permissible

Blue stain, Discoloration not permissible

Insect infestation not permissible

Fiber direction Rift/Semi rift

Quality of the
surface treatment small flaws sporadically permissible

Surface finish permissible

Plaws on cut edges small flaws sporadically permissible

Cracking
As with all constructive solid timber products, crack and joint formation as a

result of the drying process to the equilibrium moisture content is productspecific
and can‘t be avoided.

QUALITY CHARACTERISTICS
RIFTLOC® Supreme

* Small proportion of foreign wood species permitted


